BULLETIN No. 80 . 


“BE SURE YOU’RE RIGHT, THEN GO AHEAD” 


When You Purchase a Portable 
Woodworker, Here Are SOME Points 


You Want to Consider: 


FIRST: Are you getting an iron top 30’x54” of ribbed construction 
accurately planed? 


SECOND: Are you getting a machine that will rip a board 30” wide 
through the center without removing the saw guide? 


THIRD: Are you getting a machine with a bevel ripping gauge? 


FOURTH: Are you getting a machine equipped with an Independent 
Hand Jointer, the tables of which have every adjustment found in the 
highest priced Hand Jointers? 


FIFTH: Are you getting an 8” safety 4-knife Jointer Head arranged 
to carry nosing knives, beading bits, matcher bits, and all kinds of small 
moulding knives? 


SIXTH: Are you getting a machine the Arbor of which is carried 
in long, heavy, chain-oiling, babbitted boxes, connected by heavy iron 
yoke to insure alignment and cool running and prevent vibration? 


SEVENTH: Are you getting a machine the gauges of which can be 
removed in five seconds to arrange for cross cutting? 


EIGHTH: Are you getting a machine at which four men can work 
at one time, doing four different operations without interference with 
each other? 


NINTH: Are you getting a machine in which the Power Plant is ample 
for every need, and is simple and reliable? 


TENTH: Are you getting a machine heavy enough, strong enough, 
rigid enough, to do its work right, and not go to pieces? 


ELEVENTH: Are | you getting a machine with Hollow Chisel 
Mortiser that is effecti#é and reliable? : 
COLUMBIA UN Y 
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American Saw Mill Machinery Co. 


HACKETTSTOWN, N. J. 


New York Office, 50 Church St. 


AMERICAN 


Contractors Portable Variety 
Woodworker 


With 5 h. p. Engine Built in 


A Rip Saw, a Cut-Off Saw, a Mitre Saw, a Dado Machine, a Gain- 
ing Machine, a Grooving Machine, a Rabbetting Machine, a Tenoning 
Machine, a Jointer or Planer, a Boring Machine, a Matcher, a Molder, 
a Sander, a Hollow Chisel Mortiser. 
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The machine consists of a combined Rip and Cut-Off Saw Bench, 
with Boring Attachment, Hollow Chisel Mortiser and 8” Jointer. 
The attachments furnished with each machine are listed on Page 10. It 
is supplied with Gasoline Engine, Kerosene Engine or Electric Motor 
mounted in the frame directly under the table or set back of machine on 
separate skids and belted direct to arbor. If one already has power avail- 
able for driving this machine, we can furnish it without power, and with 
or without countershaft as desired. 


It is being used extensively by Engineers, Builders, Contractors, Car- 
penters, Lumber Yards, Millwrights and Wheelwrights, and is intended 
to be used right on the job for doing a large variety of light and medium 
mill work. It is also perfectly adapted for use as a shop machine and not 
only eliminates a great amount of slow hand work but saves incalculable 
time that has heretofore been wasted sending to the nearest mill for a piece 
wanted in a hurry. 


The machine is compact, self-contained and substantially constructed. 
The first essential in any AMERICAN machine is that its design and con- 
struction insure long, hard, continuous service. 


THE FRAME is made of seasoned hard wood, accurately framed and 
strongly bolted and braced, insuring strength, rigidity and durability. 


THE TOP is iron 54”’x30”, accurately planed and strongly hinged to 
the rear of the frame. It is readily raised and lowered by hand screw and 
firmly held in any position by side clamps. It is independent of the Jointer 
Tables and neither interferes with the other. 


ADJUSTABLE RIPPING GAUGE is furnished, which has a tilting 
fence for bevel sawing. It has a rapid, fine adjustment and a locking device 
for securing it at any point. It opens back 15” from the saw. 


THE CUT-OFF GAUGE slides in an accurately planed groove the 
entire length of the table, and can be set to cut squares, mitres, or any 
angle desired. 


THE JOINTER OR PLANER is entirely separate from the top of 
the machine and is always ready for use without making any changes. 
Except when actually in use, the Jointer Knives are entirely covered by 
a guard. The Safety Jointer head is of steel, fitted with four 8” knives 
and arranged to receive matcher bits or moulding cutters for working a 
large variety of shapes. The Tables are 43” long and adjustable to any 
desired position. An adjustable fence is provided, which tilts to any 
desired bevel for chamfering, etc. The Jointer Head is removable to 
permit using the sander drum under the jointer tables if desired. 
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AMERICAN 


Contractors Portable Variety 
Woodworker 


Without Power 


This illustration shows machine without Power. It can be operated 
by Engine or Motor set in the rear of or under the Frame. 


A countershaft with tight and loose pulleys, suitable for receiving 
belt from line shaft or other separate power, will be furnished when 
desired at small additional cost. Countershaft T. & L. Pulleys are 8’x4’. 
Speed about 700 R. P. M. 
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THE HOLLOW CHISEL MORTISER-BORING ATTACHMENT 
is one of the most valuable features of this machine. It will work mortis- 
ing bits from 3%” to 34” and cuts a clean, smooth mortise with square corners 
and accurate to size. The table has a vertical adjustment of 314", and a 
travel of 4” in line with the spindle, and is provided with a foot treadle for 
feeding the work to the bit, and a coil spring for the return motion. 

This attachment is used as a plain borer by simply removing the mor- 
tising chisel and substituting a regular power boring bit. When so used 
the table can be given a stroke of 6” in line with the spindle by changing 
the pin in the link under the table. 


SCROLL SAW will be furnished, when desired, at slight additional 
cost. It is attached to rear of frame by two bolts, supported by leg extending 
to floor at outer end, and driven by belt from arbor. Carpenters, Builders 
and others find it useful for sawing brackets, etc. 


THE GASOLINE ENGINE which we furnish with this machine is 
5 H. P., of the most approved design, of the four cycle, water cooled 
type; strong, durable, simple and reliable. It starts easily, runs smoothly 
and steadily. The Engine is furnished with usual equipment, including 
Magneto. 


KEROSENE ENGINE is high grade throttling governor type, which 
is the only kind of a kerosene engine that can be relied upon for satisfactory 
service. 


THE ELECTRIC MOTOR used is usually of 3 to 5 H. P., but larger 
motors can be supplied if wanted. If machine is wanted with electric 
motor drive, it is necessary that we be furnished with the information 
requested on page 9. 


THE ARBOR is steel, 1 5-16” diameter, running in self-oiling, bab- 
bitted boxes strongly yoked together, thus insuring strength, permanent 
alignment and cool running bearings. It is driven by a 314” belt direct from 
engine or motor. We provide a belt tightener, with adjustable take-up to 
insure correct tension on the belt at all times. Arbor pulley is 3” diameter. 
Speed 2600 to 3000 R. P. M. Size hole in saw 1”. 


WEIGHTS and DIMENSIONS. Floor space, machine with engine 
built in, 54”x54”. With engine in rear, 54”x102”. 


Shipping Export Cubie 
Weight Shipping Weight Contents 
Weight, complete machine without power.... 1,000 lbs. 1,400 lbs. 
With 5 H. P. Engine built in 1,850 lbs. 2,250 lbs. 
150 lbs. 200 lbs. 
@Wountershaic adds. eevee aA Gian Segees oe ee 150 lbs. 150 lbs. 
Motor adds, approximately...............:. 250 lbs. 250 lbs. 


The machine can be ordered without Hollow Chisel Mortiser and with 
or without plain boring attachment. 
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Portable Variety Woodworker 


With 20-Inch Band Saw 
Code Name, ‘‘Workband’’ 


Operator’s Side for Jointer and Band Saw 


This machine consists of our standard portable variety wood worker, described on 
preceding pages having band saw mounted with the engine or motor on skids back of 
the machine. The top is made 12” wider to provide for ripping wide boards without 
interfering with band saw frame. The band saw is our regular 20” machine fitted with 
roller guide. Can also be furnished with 27” Band Saw. 

A suitable countershaft is built in, the method of belting being from power to 
countershaft and from countershaft to saw, jointer and band saw. 

The power and band saw being mounted on detachable skids, the machine can be 
divided into two sections, which is a great convenience in moving. 

The band saw being a standard machine with floor base can be detached and used 
separately anywhere. 


Weights and Dimensions 


Shipping Export Cubic 
Weight Weight Contents 

Weight with 5 H. P. engine and 20” Band Saw 2540 3150 

Weight without engine 1690 2250 

Weight with electric motor 1940 2550 

27” Band Saw adds to weight 500 lbs. 

Floor Space—76” x 106”. 

Height of Table—3814’. 

Speed of Countershaft—700 R. P. M. 

Pulley to receive belt from engine—12” x 4”. Belt 9’x 30’. 

Pulley to drive arbor—12” x 4”. Belt 6’5” x 344’. 

Pulley to drive band saw—5” x 6”. Belt 8’8” x 3”. 

Arbor and Jointer Pulley—3” x 314’. 

Arbor and Jointer Speed—2800 R. P. M. 

Band Saw T. & L. Pulleys, 7” x 3”; Speed—500 R. P. M. 

Internal belts furnished with machine. 
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Woodworker in Shop at State Fish Hatchery, 
Hackettstown, New Jersey. 


This machine has been a great help to us here. It is shown working out screens and you know 
we have use for a great many of these. It is also used in making over hatching troughs and for general 
repair work. It enables us to use up our material more closely and rework second hand lumber into 
smaller sizes that would otherwise go to waste, thus making a very substantial saving annually with the 


present high cost of lumber. 
CHAS. O. HAYFORD, Supt. 
State Fish Hatchery, Hackettstown, N. J. 


The combination of Jointer, Rip and Cut-off Saw, Boring and Mortising Machine and Band Saw 
is ideal where space for individual machines is limited. The amount of work which the 16” ‘‘Jewel”’ 
Planer turns out is surprising. 

E. WEBB, 


Los Angeles, California. 


Variety Woodworker and ‘‘Jewel’’ Planer in Carpenter 
Shop at Los Angeles, California. 
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The Attachments furnished with each machine are 
Wheel with Arbor, 9” Sander Disc, two Auger Bits, two Dado or Groov- 
ing Heads, one 14” Cut-off Saw, one 14” Rip Saw, two Nosing Bits, one 
8” Jointer Head with Knives, one Sander Drum and one 34” hollow Mor- 
tising Bit; also four Scroll Saw Blades for the Scroll Saw Attachment, when 


ordered. 


WE CAN FURNISH CUTTERS IN SETS FOR WORKING ANY OF 


All the work 
on this Window 
Frame, includ- 
ing the pulley 
pockets and in- 
side casing, was 
done on this 
machine. This is 


only one of the 


many jobs it is 


adapted to. 


6 " 


THE SHAPES SHOWN BELOW 
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Contractors Portable Variety 
Woodworker 


Without Mortiser 


With Electric Motor Built In 


To those who desire a simpler, less expensive machine we will furnish 
the Woodworker, as illustrated above, without Mortising Attachment. 
Boring Attachment may also be left off if not desired. 


ELECTRIC MOTORS can be furnished with any of our Woodworkers 
or Saw Benches described in this Bulletin. They are usually built in as 
shown above. 3 H. P. for light shop work and 5 H. P. for heavier work 
are recommended. Motor driven machines will be quoted on application. 
Prices depend on type of motor necessary to use. In requesting price, 
give description of the electric current. Your local electric company will 
gladly supply the information. 
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merican Contractors Portable Variety 
oodworker 


This cut shows a front view of the machine with top raised and with 
Countershaft underneath. 

NOTE that top does not interfere with the Jointer, Mortiser or Boring 
attachment. 

NOTE that the Jointer Frame and Mandrel Yoke are one solid 
casting, so they cannot get out of adjustment. 

This view is intended to emphasize Points 6 and 10 on page I. 
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Woodworker in Shop of Herman Schwarze, 110 Greenwich 
Street, New York City. 


My Woodworker is still making money for me every day. I had no idea that a combination 
machine of this kind could be made to do such accurate sawing, planing and mortising. When I see 


how quickly the boys turn out a job on this machine I have to wonder how I ever managed to get along 
without it. I am sorry I did not buy one years ago. 


If any one has doubt about the work that can be done on your machine just send them down 


to see me. HERMAN SCHWARZE, 110 Greenwich Street, N. Y. 
About seven years ago we purchased one of your Variety Woodworkers which later was lost when 
part of our plant burned. 


We now have two more of these woodworkers. 


We like them very well and would not consider 
running our business without them. 


R. C. CRAMER LUMBER CO., East Stroudsburg, Pa. 


a 
San oo 


ikon ko inceennomcasmcnnanonnten 


This is the third Woodworker installed by R. C. Cramer 
Lumber Co., East Stroudsburg, Pa. 
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AMERICAN 
CONTRACTORS SAW BENCH 


With Boring Attachment 


For those requiring only a Rip and Cut-Off Saw Bench, either with 
or without the power attached, we are prepared to furnish the machine 
shown here, having the same frame and top as our ‘‘Contractors” Variety 
Woodworker. | 

The machine is equipped with a Boring attachment, as shown in the 
cut, unless otherwise ordered. It may be equipped with Engine or Motor 
or with Countershaft, when desired, at extra cost. 

THE IRON TOP is hinged at the rear, and may be raised and low- 
ered by the hand screw, and firmly clamped in any position. It has remoy- 
able throat pieces around the saw. 

THE MANDREL is 1;%” steel, and runs in self-oiling, babbitted bear- 
ings, which are securely yoked together. It is arranged to take Dado, 
Grooving and Gaining Heads not over 2” wide, with 114” hole. 

THE CUT-OFF GAUGE slides in a groove the entire length of 
the table, and can be set to cut square or any angle to 45 degrees. The 
Ripping Gauge is provided with a tilting fence for bevel sawing, and 
has rapid fine adjustment, and locking device for securing it in any desired 
position. 
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AMERICAN 


CONTRACTORS SAW BENCH 
With Power Built In 


THE BORING TABLE travels 6” in line with spindle and has 314” 
vertical adjustment. 


SAW DUST CHUTE and BELT TIGHTENER are furnished with 


each machine. 


ARBOR PULLEY is underneath the table and Engine or Motor may 
be placed under the table or in the rear on separate skids, as illustrated on 
page 16. 

The machine is furnished with one each Rip and Cut-off Saws, 14” 
and will take saws up to 16” diameter. Other equipment can be supplied 
when desired, at extra cost. 


SPECIFICATIONS. Table, 54’x30”. Hole in Saw, 114”. Arbor 
Pulley, 4”x4”. Speed, 2,400 R. P. M. Packed for Export in case 3’ wide, 
3/8” high, 5’8” long. Weight without Power, 625 lbs.; with 5 H. P. Engine, 
1,475 lbs. net; Boxed, 1,775 lbs. gross. With Electric Motor (about) 875 
Ibs.; with Countershaft, 750 lbs. Countershaft has 8x6” Tight and Loose 
Pulleys. Speed, 800 R. P. M. 
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American ‘‘Combination” Saw Bench 


With Boring Attachment 


Pulley Outside of Frame 


This machine is similar to that shown on page 13, except that the 
pulley is outside the frame and Belt Tightener and Saw Dust Chute are 
not furnished. 

Drive belt may be from line shaft or countershaft overhead, under- 
neath or on the floor. Can also be belted direct from Engine, Motor or 
other separate power. 


Made regularly with Iron top but will be made with Wood top when 
so ordered. 


Boring Attachment may be left off if not desired. It is made to take 
6” Twist Bits with 44” Shank. 


Countershaft with tight and loose pulleys furnished at extra cost. 


Arbor is made to take dado heads up to 2” wide and saws up to 20” 
diameter may be used. One 14” Rip Saw and one 14” Cut-off Saw is fur- 
nished with each machine. 


SPECIFICATIONS. Table, 54”x30”. Arbor Pulley, 6”x6”. Speed, 
1,600 to 2,400 R. P. M., depending on size of saw. Size hole in saw, 114”. 
Countershaft has 8”’x6” Tight and Loose Pulleys, and 16”x6” Drive Pulley. 
Speed of Countershaft from 600 to 900 R. P. M., according to size of saw. 
Weight with Boring Attachment, 560 lbs. Weight without Boring Attach- 
ment, 510 lbs. Weight packed for Export, 850 lbs. Size of Case, 
40”"x36”x62”. Countershaft adds to weight, 150 lbs. 
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American “New Model” Cut-Off Saw Table 


Capacity 9” x 9” 


With Countershaft 


This machine will handle dimension stock as large as 9”’x9” or 
6’x14”, and will cut off boards or plank up to 16” wide. It is adapted 
either for shop or mill service or for moving from place to place on the 
job. 


The Saw is carried by a swinging iron frame which is operated by 
lever illustrated. The Drive Belt is direct from the Countershaft, as 
shown, or from Engine or Motor set on skids in rear of machine, as per 
illustrations on pages 18 and 19. 

A 30” Cut-off Saw accompanies each machine. Any size saw may be 
used from 18” to 32” diameter, with 114” hole. 


DIMENSIONS AND WEIGHTS 


Floor Space (machine with Countershaft) ... 

Width of Work Table.... 

Size of Arbor Pulley 

Speed of Mandrel Pulley with 30” Saw............... 

Size On «oun tershar tt ulley, a2 ne hn os ou atten eee 
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HEAVY “NEW MODEL” CUT-OFF SAW 


Capacity 15” x 15” 


Can be furnished with 
detachable Ripping 
Table when Desired 


This machine is intended for handling large dimension timber. It 
will cut off square timbers up to 15’x15”. The construction is intended 
to withstand the heavy work and the hard usage to which a machine of 
this kind must be subjected. 

The saw is carried by a heavy iron frame which is drawn. forward by 
the lever as shown. This frame may be locked in a fixed position when 
ripping table is used. A countershaft is fitted to the rear of the frame and 
a belt tightener is also provided. Can be furnished without countershaft 
for direct drive from Engine or Slow-speed Motor. 

A 42” Cut-Off Saw is furnished with each machine, and Rip Saws up 
to 42” diameter may be used. Can be driven by Gasoline Engine, Kerosene 
Engine or Electric Motor ON THE JOB, or direct from any shaft. 


DIMENSIONS AND WEIGHTS 
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No. 3 Double Drum Hoist 


This Hoist is adapted to use 
by Contractors, Builders, Ma- 
sons, in raising or lowering 
light loads of any kind, also on 
docks or piers and lighters for 
loading or discharging cargoes, 
handling derricks, ete. It may 
be used by Farmers for storing 
hay and other crops; ice har- 
vesting, etc. 


It will operate two Builders’ 
platform elevators independently 
at the same time or will do 
pulling, hauling or hoisting in 
opposite directions at different 
locations on the same job at 
once. 


Capacity of each Drum, 1000 
Ibs., with single line, 100 feet 
per minute. 
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No. 4 Contractors Hoist 


Our No. 4 Single Drum Re- 
versible Hoist is _ especially 
adapted to Contractors’ and 
Builders’ requirements, but may 
be used for a large variety of 
other purposes, where the load 
is not over 1,000 lbs., with single 
line, on direct lift 100 feet per 
minute. 

The Drum, the Sheave and the 
Winch Head are reversible and 
may be used independently one 
of the other. 

Furnished with Power, as 
shown, or without Power. Ask 
for special Hoist Bulletin. 


No. 1 Single Drum Hoist 


Can be driven by gasoline, 
steam or electric power and is 
adapted for use by Contrac- 
tors, Carpenters and Builders, 
Masons and others in’ raising 
and lowering or moving loads of 
any kind where the load on the 
direct lift with single line is 1,000 


pounds or lesg.,.-..., , , 
AIT 


AML HoisteC or pleter bee 
scribed in Hoist Bulletin 
No. 10. Send for It. 


A Few of Our Shop Machines Which 
Should Interest You 


AMERICAN 
Swing Cut-Off Saw 
AMERICAN “Triumph” Planer, Matcher Style “D” 


and Moulder 
Two Sizes—20 and 24 inches 


Single or Double Surfacer. Nothing to Equal it. 


a 


ZZ 


Cut Shows Double Surfacer. 


AMERICAN 


‘‘Jewel’’ Single Surface Planer 


Made with Motor Drive also. 
Takes Saws up to 24”. 


Made in two sizes, 16” and 20” wide, to plane from 
YY" to 6” thick. 


AMERICAN Band Saws 
20”—27” and 36” 


AMERICAN 8’ Bench Joiner 


! 


i) 
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AMERICAN Hand Planer or Jointer post ‘Boris Mechine 


Made in Three Sizes A TIME SAVER 
12”, 16” and 20” - 


Variable Speed. 


Will Bore 12” Deep, 2” Diameter 


Friction Drive. 


AMERICAN 


‘6 9? D: ca AMERICAN ‘‘Variety’’ 
Novelty” Rip and Cut-Off Saw Tilting-Table Saw Bench 


Mandrel is steel 17%”. It has a 14” hole in the Takes Saws up to 14”. 
outer end for boring bits. Takes Saws up to 16”. Can have Boring Attachment 


AMERICAN Heavy ‘‘Rolling-Table’’ Cut-Off Machine 
Made in Three Sizes, 5’, 8’ and 10’ Carriages 


Illustrated circular and prices of our complete line on request 
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CONVINCING TESTIMONIALS 


Cannot Realize How We Got Along 
Without One 


Handy Chocolate Co., Chas. W. Archibald, Pur- 
chasing Dept., Owners of the W. H. Miner Chocolate 
Co., Springfield, Mass.:—‘‘The Woodworker pur- 
chased from you some time ago was certainly a 
valuable addition to our equipment. We cannot 
realize how we got along without one so long. We 
have done all kinds of work on this saw and have 
had perfect satisfaction. Dovetail work mortising 
and all grades of sawing have been done on the saw 
and in all cases the work has turned out to be perfect. 
We are more than pleased to recommend this saw to 
any party in need of a good woodworker.” 


Two Great Labor Savers 


John T. Wilson Co., Inc., Richmond, Va.:—'‘We 
have two of the Variety Woodworkers which have 
been very satisfactory and great labor savers for us.” 


Furnishes All Necessary Mill Work 


Frederick Skon, 115 Belmont Ave., Jersey City:— 
“In reply to your letter of May 18th must say it gives 
me great pleasure to say the Contractors’ Variety 
Woodworker has proven very satisfactory in my shop. 
I cannot say what department the machine has proven 
most useful in, as the rip saw, cross cut saw, Jointer 
and mortiser are in constant use by two men in my 
shop. I think it is sufficient recommendation for the 
machine to say it furnishes me with all necessary 
millwork.” 


Earned Sixty Dollars a Week 


Patrick J. Grant, 63 Ridge Ave., West Orange 
N. J.:—‘‘As to the benefit of the Woodworker will 
say that the machine does all the work of my shop. 
It does the principal things the average carpenter 
needs. It mortises, tenons, moulds, grooves, plows 
and joints; rips, cross-cuts and bores. It recently 
saved me sixty dollars in one day boring a number of 
green cedars. In building a six-room house I figure 
the saw and jointer saved me $150.00. What sur- 
prises me is how I ever got along without it.” 


A Satisfactory Performance 


Pan Motor Company, P. J. Ramstack, St. Cloud, 
Minn.:—‘‘Answering yours of May 18th will say that 
we have been very well satisfied with the performance 
of the Contractors’ Variety Woodworking Machine 
that we purchased from you. The machine has been 
installed in our carpenter shop which is operated in 
connection with our plant maintenance department.”’ 


M. B. B. P. & B. CO. DEC. 23-10M 


Would Not Think of Going Back 


The C. S. Mersick & Co., W. H. McKerness, 
Master Mechanic, New Haven, Conn.:—‘‘Several 
years ago the C. S. Mersick & Co. purchased one of 
your Contractors’ Variety Woodworkers for their 
carpenter shop which the writer used for general 
jobbing and found it very satisfactory in every way 
and would not think of going back to the old method 
of doing work without one.” 


Helped Out in Emergency; Now Has 
Steady Job 


Willard E. Harn Company, Inc., John E. Harn, 
Secy., 2314-2316 Oak St., Baltimore, Md.:—‘‘We 
have installed your Contractors’ Variety Woodworker 
in our shop, and have found it to be a very useful and 
satisfactory machine. In the period following the 
close of the war woodworking mills were taxed to 
the limit of their capacity with big work, and we 
found it almost impossible to secure materials for 
making minor alterations and repairs for our clients, 
to the houses which we had, in many cases, built for 
them. It was for this purpose that we installed the 
Woodworker, and by this means only were we able 
to keep our trade and render prompt service to old 
customers. Since then we have found it profitable 
to make screen frames, screen doors, shelving cases, 
lockers, cabinets and other shop work for which we 
formerly purchased the mill work, and assembled in 
the shop. We will send you a photograph of the 
machine as soon a8 we can get one made up.” 


Stands Up Under Hard Service 


E. E. Husted. Dallas, Penna.:—‘‘I have been using 
one of your American Variety Woodworkers in my 
shop for two years with entire satisfaction. It will 
not only do good work in the many uses it can be 
put to, but will stand up under hard service. In the 
long run, taking all things into consideration, I think 
it is the cheapest machine, a good investment, and a 
real money maker and a saver. There is practically 
no waste in a shop or on a job with such a woodworker 
in operation.” 


Would Not Want to Be Without It 


D. E. Tribble & Co., Clinton, 8. C.:—‘‘The Variety 
Woodworker is giving entire satisfaction. We use 
it more for ripping and dressing lumber, but find it 
comes in handy for making window frames, boring 
for pulleys, etc. We consider it a good machine and 
would not want to be without it.” 


